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Polypropylene layer

Static dissipative coating

Antistatic polyethylene transparent bulpack
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IEC 61340-5-1
2002/95/EC Directive related to RoHS
94/62/EC Directive related to packaging & packaging wastes

Product references Reference Dimensions
90-161-0305 305mm x 100m

90-161-0610 610mm x 100m

90-161-0915 914mm x 100m

90-161-1524 1524mm x 100m

Raw material
Thickness 148 µm (5,8 milli-inch)

< 10 11 Ω  / metallized side IEC 61340-2-3

Static decay < 2 sec IEC 61340-2-1

Chemical property Amines free, Ion content (S, Si,CI)

Characteristics for use 
Astatic protection : Yes

Vacuum packed : No

Mechanical protection : Yes

METALLIZED BUBBLE BAGS

No result in tribo-electric charges
Surface resistance 

In conformity with

TECHNICAL PRODUCT DATA

All statements, technical information and recommendations related to the Seller's products are based on information believed to be reliable, but the accuracy or 
completeness thereof is not guaranteed. Before using, the user should determine the suitability of the product for its intended use. The user assumes all risks and liability 
whatsoever in connection with such use.
All statements or recommendations of the seller which are not contained in the seller's current publications shall have no force or effect unless contained in an agreement 
signed by an authorised officer of the seller. The statements contained herein are made in lieu of all warranties, expressed or implied, including but not limited to the 
implied warranties of merchantability and fitness for a particular purpose which warranties are hereby expressly disclaimed.
Seller shall not be liable to the user or any other person under any legal theory, including but not limited to negligence or strick liability, for any injury or for any direct, 
incidental or consequential damages sustained or incurred by reason of the use of any seller's product.

Recyclable, environmental friendly, transparent, electrostatic protective, heat sealable, flexible structure,
offering excellent electrostatic shielding properties and abrasion resistance.

Do not subject to dry conditions. Do not expose to UV.
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